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CHAPTER 1

INTRODUCTION
R

DESCRIPTION OF ITEMS

1-1. The HMMWV-series trucks that can be rigged using the procedures in this
manual are listed below.

a. M998 Cargo/Troop Carriers. The M998 truck weighs 5,200 pounds. It is
180 inches long and 85 inches wide. The reduced height of the truck is 54
inches.

The M998A1 truck weighs 5,380 pounds. Its length is 180 inches and its width
is 86 inches. The reduced height is 56 inches.

b. M1038 Cargo/Troop Carriers With Winch. The M1038 truck weighs 5,327
pounds. It is 186 inches long and 85 inches wide. The reduced height of the
truck is 54 inches.

The M1038A1 truck weighs 5,507 pounds. Its length is 186 inches and its width
is 86 inches. The reduced height is 56 inches.

c. M1025 Armament Carriers, Armored. The M1025 truck weighs 5,960
pounds. It is 180 inches long and 85 inches wide. The reduced height of the
truck is 74 inches.

The M1025A1 truck weighs 6,140 pounds. Its length is 180 inches and its width
is 86 inches. The reduced height is 74 inches.

The M1025A2 truck weighs 6,780 pounds. Its length is 191 inches and its width
is 86 inches. The reduced height is 74 inches.

d. M1025A2 Armament Carrier (Modified), With Winch. This is NOT the
same carrier as the M1025A2. External and  internal modifications have been
made to support special operations. The M1025A2 (modified) carrier weighs
7,020 pounds. It is 191 inches long and 86 inches wide.

e. M1026 Armament Carriers, Armored With Winch. The M1026 truck
weighs 6,087 pounds. It is 186 inches long and 85 inches wide. The reduced
height of the truck is 74 inches.

The M1026A1 truck weighs 6,267 pounds. Its length is 186 inches and its width
is 86 inches. The reduced height is 74 inches.
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f. M1026 Armament Carrier (Modified). This is NOT the same carrier as
the M1026. External and internal modifications have been made to support
special operations.The M1026 (modified) carrier weighs 6,087 pounds. It is 185
inches long and 85 inches wide. The reduced height of the truck is 69 inches.

g. M966 TOW Carriers, Armored . The M966 truck weighs 6,051 pounds. It
is 180 inches long and 85 inches wide. The reduced height of the truck is 74
inches.

The M966A1 truck weighs 6,231 pounds. Its length is 180 inches and its width
is 86 inches. The reduced height is 74 inches.

h. M1036 TOW Carrier, Armored With Winch. The M1036 truck weighs
6,178 pounds. It is 186 inches long and 85 inches wide. The reduced height of
the truck is 74 inches.

i. M1121 TOW Carrier, Armored. The M1121 truck weighs 7,900 pounds. It
is 180 inches long and 85 inches wide.  The reduced height of the truck is 74
inches.

j. M1043 Armament Carriers, With Supplemental Armor. The M1043
truck weighs 6,411 pounds. It is 180 inches long and 85 inches wide. The
reduced height of the truck is 74 inches.

The M1043A1 truck weighs 6,591 pounds. Its length is 180 inches and its width
is 86 inches. The reduced height is 74 inches.

The M1043A2 truck weighs 7,230 pounds. Its length is 191 inches and its width
is 86 inches. The reduced height is 74 inches.

k. M1044 Armament Carriers, With Supplemental Armor and Winch.
The M1044 truck weighs 6,411 pounds. It is 186 inches long and 85 inches wide.
The reduced height of the truck is 74 inches.

The M1044A1 truck weighs 6,718 pounds. Its length is 186 inches and its width
is 86 inches. The reduced height is 74 inches.

l. M1045 Armament Carriers, With Supplemental Armor. The M1045
truck weighs 6,438 pounds. It is 180 inches long and 85 inches wide. The
reduced height of the truck is 74 inches.

The M1045A1 truck weighs 6,618 pounds. Its length is 180 inches and its width
is 86 inches. The reduced height is 74 inches.

The M1045A2 truck weighs 7,258 pounds. Its length is 191 inches and its width
is 86 inches. The reduced height is 74 inches.
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m. M1046 TOW Carriers, With Supplemental Armor and Winch. The
M1046 truck weighs 6,565 pounds. It is 186 inches long and 85 inches wide. The
reduced height of the truck is 74 inches.

The M1046A1 truck weighs 6,745 pounds. Its length is 186 inches and its width
is 86 inches. The reduced height is 74 inches.

n. M1037 S250 Shelter Carrier. The M1037 truck weighs 5,425 pounds. It is
191 inches long and 85 inches wide. The reduced height, without the shelter, is
54 inches.

o. M1037 Cargo/Troop Carrier (Modified), With Winch. This is NOT the
same carrier as the M1037. External and internal modifications have been made
to support artillery operations. The M1037 (modified) is 185 inches long and 85
inches wide. The reduced height of the truck is 70 inches.

p. M1042 S250 Shelter Carrier, With Winch.The M1042 truck weighs 5,551
pounds. It is 197 inches long and 85 inches wide. The reduced height, without
the shelter, is 54 inches.

q. M1097 Truck, Utility, Heavy Variant. The M1097 truck weighs 5,600
pounds. It is 191 inches long and 86 inches wide. The reduced height of the
truck is 56 inches.

The M1097A1 truck weighs 5,600 pounds. Its length is 191inches and its width
is 86 inches. The reduced height is 56 inches.

The M1097A2 truck weighs 5,900 pounds. Its length is 191 inches and its width
is 86 inches. The reduced height is 56 inches. This truck may have a winch.

r. M1113 Truck, Utility, Expanded Capacity. The M1113 truck weighs
6,190 pounds. It is 197 inches long and 86 inches wide. The reduced height of
the truck is 56 inches. This truck may have a winch.

s. M1114 Armament Carrier, Expanded Capacity, Up-Armored, With
Winch. The M1114 truck weighs 9,800 pounds. It is 197 inches long and 86
inches wide. The reduced height of the truck is 74 inches.
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CAUTION
Only ammunition listed in FM 10-500-53/MCRP

4-3.81/TO 13C7-18-41 may be airdropped.

SPECIAL CONSIDERATIONS

1-2. Special considerations for this manual are listed below.

a. The loads covered in this manual may include hazardous materials as
defined in AFJMAN 24-204/TM 38-250. If included, the hazardous material
must be packaged, marked, and labeled as required by AFJMAN 24-204/TM
38-250.

b. A copy of this manual must be available to the joint airdrop inspectors
during the before- and after-loading inspections.


